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Thank you for purchasing the VauxCheck software from Gendan.
This document aims to be a quick guide to using the VauxCheck software.

If you require more information, please contact support@vauxcheck.co.uk

Installation

Your welcome email will include information on downloading the
VauxCheck software

Once you have downloaded the installation file, double-click on it to
begin the Installation.

Follow the on-screen instructions to complete the installation.
Before running the VauxCheck software, please ensure that you

have connected the diagnostics interface to your PC (and have
installed the drivers per the instructions, if required).

Activation

The first time you run the software, you will be required to enter your
activation details — these details will be in your welcome email.

PLEASE NOTE: the activation details are case-sensitive, so must be
entered exactly as shown on the activation email.

Double click the VauxCheck icon, or select
Start->Programs->VauxCheck->VauxCheck from the
Windows Start menu.

The activation window will appear:

Enter your details and click
Activate

The main window should then
appear.

& ¥auxCheck - Product Actival =10] x|
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Please enter your activation details below
[case-sensitivel

*f'our name ||

Email address I

Activation keys I I

Quit | Activate |

1 VauxChack from Gendan

1| Fault codes | ECU Infcrmauon‘;_&bgut‘

Connection setup Connection information

Part coma )
Interface type |ELM327 w |
Baud rate 33400 bps [l
Module Engine [v]

Connection Automatic “':

Registered to: Gendan Limited (sales@gendan.co.uk)

Using VauxCheck

You can navigate through the software by clicking on the labelled

tabs.

Connection tab

Shows current connection settings (PC port and diagnostics
interface) and current unit selection (Metric or Imperial)
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Fault codes tab
Lists stored and pending fault codes, along with their
definitions (where available)

ECU information tab
ECU details (where available)

About tab
Current version information

Connecting to a car

To connect to a car:

e Ensure that the ELM327 interface is securely connected to the
PC and to the car, and that the car ignition is on (or the engine is
running).

e Select the ‘Connection’ tab

¢ In the dropdown, select the correct COM port for your PC
connection (your interface instructions and PC manual should
help you identify this)

e Select the correct baud rate (leave this set to 38,400bps unless
your interface has been specifically set to 9,600bps)

e Click Connect

The connection process will then begin. The status window will
display connection progress.

If all goes well, you should see that the status of the various
connection phases being displayed, and you will be left with a status
of ‘Complete’. You can then switch to the other tabs to view fault
codes.
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If the connection does not complete, please ensure that the settings
on the page are correct, and that the car ignition is on. Try the
connection again with the engine running. Please also try
disconnecting and reconnecting the interface from the car.

Connection | Fault codes | ECU Informaten || About |

Connecton setup Connection information

. Connecting. ..
Part com4 |» ] Opening COM4...
Port open OK
. Found interface ELM327
Interface type  [ELM327 |imef Reading fault codes...
Response received - processing...
= 12 fault code(s) reported
Baud rate 33400 bps |l Retrieving ECU information. ..
; Reading ECU data...
- Complete. Please check Fault Codes tab for current fault codes.
Module Engine 5

Connection Automatic |

Registered to: Gendan Limited (sales@gendan.co.uk)

If you cannot establish a connection, and the car is listed on our
website as being compatible, please contact us with the details:
support@enginecheck.co.uk

Refresh or Clear Codes not working
Some cars can drop the connection, preventing the
‘Clear codes’ or ‘Refresh’ buttons working.
If this happens, change the ‘Connection’ setting to
‘Hold Connection’ and click the ‘Connect’ button
again to reconnect.

Disconnecting from a car

The software will automatically disconnect from the car once it has
read the fault codes.
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Fault codes

= VatiCheck from Gendan

Fault codes
Code Type Definition
P1510 Stored  Multiple definitons available: [
Immobiliser control module - program error =~
Engine control module (ECM) - immobiliser active
P1615 Stored  Multiple definitions available:
Immaobiliser control module/multifunction control module communication - incorrect codes =
Immobiliser control module/body control module - incorrect signal
P1516  Stored  Multiple definitions available:
Immobiliser control moduleinstrumentation control module communication - incorrect codes
Immobiliser control modulefsteering column function control module - incorrect signal
|P0120  Pending Throttie/Pedal Position Sensor/Switch A Circuit Malfunction
P0220  Stored  Throttle/Pedal Position Sensor/Switch B Circuit Malfunction
P1120  Stored  Multiple definitions available:
Throttle Position Sensar (TP5)/Manifold absolute pressure (MAP) sensor - implausible signal
Accelerator pedal position {APP} sensor A - circuit malfunction \vi
Print repart ‘ | Refresh |
Registered to: Gendan Limited (sales@gendan.co.uk)
Fault codes

The fault codes tab will display the fault codes read from the engine-

management system on the car. This will include both:

stored codes

pending codes

codes indicating faults found by the
car

may need to see it occur over a
number of drive cycles before it will
log a stored code

Refresh button

This will retrieve the latest information from the car

codes that the car is ‘keeping an eye
on’. A fault has occurred, but the car
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Clear codes button

Reset the engine-management system and clear the fault
codes.

This will switch the Check Engine light off, and will clear any
learned values within the ECU (e.g. fuel trim settings) and
also the on-board tests back to ‘not complete’.

Over the next few drive cycles, the car will re-run its on-board
tests, and will ‘relearn’ the fuelling settings etc.

Print report button

Print or save a report of the fault codes read from the module

" WauxCheck Fault Code Report

Fault code report
Date 22 March 2007 Time 16:47:06 =

Connection details
Module Engine

Fault codes

Fault code Code type pefinition

P1610 sStored Multiple definitions available:

Immobiliser control module - program error

Engine control module (ECM) - immobiliser active

Multiple definitions available:

Immobiliser control medule/multifunction control module
communication - incorrect codes

Immobiliser control medule/body control module - incerrect
signal

Multiple definitions available:

Immobiliser control module/instrumentation control module
communication - incorrect codes

Immobiliser control module/steerina column function control )

P1615 Stored

P1616 Stored

Fault code definitions

VauxCheck contains thousands of fault code definitions. For
additional code definitions, please visit our online reference library:

www.gendan.co.uk/codebank
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ECU information More details

VauxCheck from Gendan

For more information on the use of the package, please visit the

VauxCheck website at:
onnection || Fault code: ”fﬂfmﬂ U”. oul
abaSa www.vauxcheck.co.uk
ECU Information
vehicle Identification Mumber {VIN) )
grh‘;i;i?agsrarhon or Type approval number 333;33169 F You Can also emall US at
Engine Name Z1WE
ECU Hardware number DEL 0115351289
ECU o v o0
support@vauxcheck.co.uk
‘E(ll data reported (if no information reported abave, please see user manual) Vauxcheck is copyright 2007 Gendan Limited.
57 5AB0FFFFFFFFFFFFFFFEFEFF PR R FRFFEFRFFE R FFFFEFPFFEFFFFFFEF4445: 4C2020303131353335313238393
039333533343639204553444C 534E000844303130303254 3134584520 15A15030323031413037
No part of the VauxCheck software or user manual may be
reproduced without written permission from Gendan Limited.

Registered to: Gendan Limited (sales@gendan.co.uk)

Gendan Limited is a limited company based in the UK.

Where available, details of the ECU will be displayed on this tab.

If there is no information displayed, or the information does not
appear correct, please:

e Select the information on the ‘ECU data reported (for debugging)’
box
Press Ctrl and C together to copy the data
Create a new email and paste the information into the email

e Send the email to support@enginecheck.co.uk with details of the
car from which it was read (age, engine, fuel-type, engine-code (if
available))

We will then decode the information and update the software to
support the details from the ECU.

© 2007 Gendan Limited



